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1. DESCRIPTION 

 

The Chief of Residence (CMR) at Attard requires a replacement of the current Air Conditioning 

system. This project shall result in all systems being replaced under this agreement being 

commissioned and fully operational when activated. 

 

2. SCOPE OF WORK 

 

2.1 Contractor shall confirm the requirements of the SOW are understood, and that the 

Contractor is fully aware of the location and requirements contained therein. If the Contractor 

believes additional information is needed, the Contractor shall schedule additional site visits, at 

the Contractor’s expense, with the Contracting Officer representative (COR) to ensure the 

project work requirements are established prior to submitting pricing for the project. 

 

2.2 Provide laborers, equipment, and materials necessary to provide the work defined by the 

specific requirements which follow 

 

2.3 Existing Equipment Modification / Removal / Demolition requirements 

 

2.3.1 General:  The Contractor shall shut down equipment in its entirety. Isolating 

equipment, draining down, flushing and refilling the systems, and locking-out/tagging-

out systems shall be required to safely complete the specified tasks 

2.3.2 Remove two Airedale condensing units and an Airedale Air-Handling unit:  The 

Contractor shall remove the existing air conditioning units, from the CMR. Removal shall 

include all associated and if necessary electrical circuiting/breakers, electrical 

conduit/wiring, controls wiring/devices, copper conduits that will not be used as part of 

the new work.  

2.3.3 Electrical Service: The Contractor shall evaluate the existing electrical installation 

during the pre-bid walk through to determine if existing conduit and/or wiring can be 

reused to feed the new equipment. In the bid proposal, the Contractor shall document all 

electrical service items being replaced and the justification for the replacement. If 

existing feeder cannot be reused, new electrical service must be provided per Electrical: 

Circuit Breakers, Conductors and Calculations. 

2.3.4 Recover Existing Refrigerant: The Contractor shall be responsible to recover all 

existing refrigerant and handle it per the guidelines of the Refrigerant Handling sub-

paragraph above. 

2.2.5 Existing Equipment to Remain: Existing Duct work shall remain in place and if 

necessary, shall be modified to fit the new system accordingly 

 

2.2.6 Duct work cleaning: Existing duct work must be cleaned and sanitized in all 

locations 
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2.4 New Equipment and New Work Requirements: 

2.4.1 The Contractor shall provide and install new air conditioning units, and associated 

copper piping connections, conduit/wiring, controls, and devices necessary mechanical 

and electrical accessories to provide a fully functioning system that meets the project 

requirements for replacement in kind 

2.4.2 The Contractor shall make every reasonable attempt to provide equipment similar 

in size, footprint, and weight to the existing equipment. If providing equipment similar in 

size, footprint, and weight to the existing is not possible or is cost prohibitive, and 

because of this the existing equipment pad from equipment being demolished is not 

adequate for re-use, the Contractor shall demolish the existing equipment pad and remove 

it. Where existing equipment pads must be removed, the Contractor shall provide and 

install new concrete housekeeping pads. All equipment shall be mounted on structurally 

engineered housekeeping pads or structural supports. If new roof mounted equipment 

pads and structural supports are required, the Contractor shall submit sealed engineered 

drawings by a licensed structural engineer to demonstrate they are able to safely function 

with the existing roof system. 

2.4.4 The Contractor shall perform tests, adjust, and provide a commissioning 

procedure on all newly installed equipment. The Contractor shall provide full 

documentation of the procedure and results in the form of an electronic (pdf format) 

report, submitted to the project COR. 

 

3. ADMINISTRATION 

The Contractor shall maintain contact with the USG through the Contracting Officer's 

Representative (COR): 

Name: Carmel Buttigieg 

U.S. Department of State COR 

Email: butttigiegc@state.gov 

 

Backup’s Name: Jacob Whitley 

U.S. Department of State Deputy FM 

Email: WhitleyJ@state.gov 

 

FM: Sarah Pierce 

U.S Department of State Facility Manager 

Email: PierceSL@state.gov 

 

CO: Christopher J Edgecomb 

U.S Department of State Contracting Officer 

Email: Edgecombcj@state.gov 

mailto:butttigiegc@state.gov
mailto:WhitleyJ@state.gov
mailto:PierceSL@state.gov
mailto:Edgecombcj@state.gov
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4. Current System Specifications 

 

 
Units type CUHS7.5 EHIEM/01 
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Two Condensing Units 

 
Airedale Condenser 1 Close up Picture 
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Airedale Condenser 2 Close up Picture 
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Airedale Air Handler 
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Airedale technical manual Specs: 
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Website Reference: 

 

https://www.airedale.com/products/condensers/condensing-units/#Technical 

 

 

Additional Specs information can also be requested to the COR 

https://www.airedale.com/products/condensers/condensing-units/#Technical

